SPECIFICATIONS

_ Viateriat
m O I m Insulator: Nylon 6T, glass reinforced, rated UL 94V-{
Contact: Phosphor Bronze or Brass
- X - = Electrical
n v _ 7 54%xPOSITION NO. Current Rating: 2 Amp

2.54x(POSITION NO.—1)| Contact Resistance: 30 mQ max.
Insulation Resistance: 3000 MQ min.
w Dielectric Withstanding Voltage: 500V AC for 1 minute
Operating Temperature: -40°C to +105°C
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B l UNLESS OTHER-
. WISE SPECIFIED N/ DON CONNEX
. NO. OF CONTACT |2. CONTACT MATERIAL |3. CONTACT PLATING |4. INSULATOR COLOR 5. PIN LENGTH TOLERANCE rk ﬂ
Y 403 FLE. CO., LTD
02 TO 40 A. BRASS T: TIN PLATED 1. BLACK £ /F/G % +092
3. PHOSPHOR BRONZE|S. SELECTIVE o Fo1 PART NAME:
G. GOLD FLASH _ : — PIN HEADER SINGLE ROW
A. 5u" INCH GOLD UNIT: mm SMT STR 2.54mm
w.. “wm .__u_mu_ mmw SCALE:  / T%mfx DRAW NO. CR3—02CAT-A
0. 30u" INCH GOLD FILE NO. (C23—-02CAT-A
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